
Interpon D
Quick Reference Guide

Interpon D3000 
Fluoromax®

Interpon D2015 
Ultriva™

Interpon D1000

Project Suitability

All Exterior Architectural 

Projects where premium 

durability is required.

All Exterior & Interior 

Architectural Projects 

where ultra durability is 

required.

Residential Projects - 

Exterior and Interior

Building Considerations

Any building, any height. Any building, any height. Residential - project must 

be equivalent to Class 1 

or 10 of the 2010 BCA

Environmental Consideration

All locations where 

premium weatherability 

is required.

All locations where 

ultra weatherability is 

required.

Must be located >100m 

from salt water or surf 

line.

Warranty*
*Applicable only when applied to 

aluminium by an Interpon D Approved 

Applicator

Premium – Platinum 

Warranty

Ultra – Gold Warranty High – Bronze Warranty

Typical Specification

Exceeds AAMA2605-05  Exceeds AAMA2604-05 AS3715-2002, 

AAMA2603-02, WANZ

Standard Colors

Made to order only 17 contemporary 

ex-stock colors

Over 150 ex-stock  

shades

Custom Colors

Selection of designer 

colors available as 

made to order in matt 

and most satin finishes. 

Minimum batch size 

20kg through Interpon 

MiniB™ Micro.

Wide range of designer 

colors available as made 

to order. Minimum batch 

size 20kg through 

Interpon MiniB™ Micro.

Extensive color 

matching. Minimum 

batch size 20kg through 

Interpon MiniB™ Micro.

Gloss Levels
Matt and selected satins Gloss, satin, matt and 

texture

Gloss, satin, matt and 

texture

Note: 20kg coats approximately 140m2
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